PART 1 - GENERAL

1.01 Clock locations:
   A. Digital Clocks: Public area such as corridors, building entrances, and large common areas.
   B. Analog clocks:
      1. Classrooms
      2. Laboratories
      3. Other occupied research spaces as requested by the users.

1.02 Clocks shall be provided and installed by Facilities Services.

1.03 Provide a 120V AC recessed outlet for the clocks as is practical. Where not practical, utilize battery operated model(s).

1.04 Coordinate placement of clocks with placement of pendant type luminaries to ensure visibility.

PART 2 - PRODUCTS

2.01 Acceptable manufacturers: Primex Wireless, N3211 County Road H, Lake Geneva, WI 53147: Phone: 1-800-537-0464 Fax: 262-248-0061. Other manufacturers compatible with UAF’s existing may be accepted upon review with FS Maintenance.

2.02 Models:
   A. Digital Clocks: Model 1420-1, 4 inch, 4-digit display, 120 V, 18 inch L x 8 inch H x 3 inch D, Red LED, 18 inch cord, single-sided.
   B. Analog clocks: Model 14155, 12.5 inch Black Traditional Series Clock, battery powered.
   C. Analog clocks: Model 14306, 12.5 inch Black Traditional Series Clock, 120VAC, 18 inch Cord.

END OF SECTION