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ALYESKA PIPELINE SERVICE COMPANY 
MINING AND RECLAMATION PLAN 

 
OPERATIONS MATERIAL SITE 117-2BD 

 
LAST REVISION DATE: February 7, 2002 

 
I. LOCATION AND ACCESS 
 

Pipeline Milepost: Approximately 1 mile south of PL MP 125 
Highway Milepost: Dalton Highway MP 290.35 
Access Road: 117-AMS-1 
Latitude/Longitude:   N 68° 37.1’ / W 149° 18.5’ 
 

II. SITE DESCRIPTION 
  
Pit Users: Alyeska and ADOT&PF [#65-9-059-2] 
Past Material Use: Used for gas line bedding and padding, low grade riprap, 

and embankment material for the workpad and Dalton 
Highway 

Future Material Use: General operations and maintenance of pipeline 
Landform: Weathered rock bluffs 
Material Type: Perennially frozen silty sandy weathered shale and 

sandstone 
Original Estimated Yield (1993): 450,000 cu yds  
Remaining Estimated Yield 
Within 2001 Alyeska Work Limits: 385,000 cu yds  
Select Material: Screening operations within work limits 
Groundwater Depth: None noted (from borings to 20 ft) 
Permafrost: Some ice at 4 ft (from borings to 20 ft) 
Comment: The rock is not suitable for rip rap. 

OMS 117-2BD 
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LAST REVISION DATE: November 27, 2002 
 

III. MINING REQUIREMENTS 
 
 A. Excavation Methods 
 

Equipment: Conventional loading and hauling.  Ripping required for 
seasonally frozen ground. 

Blasting: Blasting may be required 
Working Depth: 15 to 20 ft 
Side Slopes: 1H:4V unless steeper slopes are approved by the 

Authorized Officer/State Pipeline Coordinator within the 
guidelines of acceptable public safety, stability and 
erosion protection. 

Working Face: Working face will be stabilized in the intervals between 
active mining events to prevent erosion outside the work 
limits, allow for mining efficiency, and as necessary to 
protect public safety. 

Processing and Stockpiling: Activity will be kept within Alyeska work limits 
Work Limits Subdivision: Area B and Area D will be developed by Alyeska and 

DOT&PF within the defined boundaries as material 
quantities dictate 

Comment: Avoid off limits area 
 

 B. Clearing, Waste and Overburden Material 
 
Previous Clearing: None 
Merchantable Timber: None 
Clearing Required: None 
Clearing Debris: None 
Burning: None 
Mineral Waste Material: Stockpile separately within Alyeska work limits 
Overburden Depth: None 
Overburden Stockpile: None 
Petroleum Wastes: No petroleum wastes will be disposed of at this site 

 
 C.  Site Hydrology 

 
Buffer Zone: Site within 300 ft of intermittent stream 
Drainage: Pit floor designed to daylight on steep slopes 
Water Quality Impact: None 
Storm Water Pollution 
Prevention: SWPPP may be required and/or on file with 

Environment. 
Hydraulic Analysis:  None required 

OMS 117-2BD 
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LAST REVISION DATE: November 27, 2002 
 

IV. SPECIAL CONSIDERATIONS  
 

A. Impact on Non-Mineral Resources 
  

1. Public Safety 
 

    Working Faces:  As necessary, working faces will be posted and/or 
warning barriers constructed to protect the public from 
rock fall and/or drop offs. 

                 Blasting:  Protection measures will be taken during blasting in 
accordance with APSC Specification C-415, Blasting 
Restrictions Near the Trans Alaska Pipeline System. 

                 Off Limits Areas:  Unexploded charges present. Site posted. 
 
2. Aesthetics 

 
Visible from Highway: No 
Impact: None 
 

3. Antiquities and Historical Sites 
 
Known Resources: None within working limits 
If Found: Stop mining, notify APSC Land/Legal 
Comments: No expansion of the work limits may occur without the 

approval of APSC Land/Legal 
 

4. Big Game Movements and Wildlife Protection 
 
Wildlife Concerns: No specific concerns 
Comments: Assure free passage and avoid harassment.  Future 

wildlife utilization will not be jeopardized. 
 

5. Fisheries Protection 
 
Fish Stream/Lake: East Fork Kuparuk River and Toolik River 
Impact to Fish: None 

 
B. Special Authorizations 

 
Stipulation Applies 
 

1. 2.3.3.1 Within 300 feet of intermittent stream 
2. 2.11.1 Blasting plan, if necessary (see APSC Specification C-

415, Blasting Restrictions Near the Trans Alaska 
Pipeline System) 

3.  2.11.2 If required by State law or regulation, a blasting permit 
will be obtained from ADF&G prior to any blasting within 
¼ mile of intermittent stream. 
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LAST REVISION DATE: October 30, 2001 
V. RECLAMATION  
 

Cut Slope Grading: 1H:4V unless steeper slopes are approved by the 
Authorized Officer/State Pipeline Coordinator within the 
guidelines of acceptable public safety, stability and 
erosion protection. 

Bottom Grading: Even bottom 
Stabilization: In accordance with applicable sections of the APSC 

Erosion Control Plan (attached hereto as Supplement 
A), the approval of the land owner's authorized 
representative, and to a standard equal to or greater 
than that stipulated in Alaska Statute 27.19 

Annual Reclamation Statement: Filed as directed by the Alaska Department of Natural 
Resources (Statute 27.19) upon request for a release 
from bond or a request for a modification of the Alyeska 
Erosion Control Plan 

OMS 117-2BD 
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LAST REVISION DATE: February 12, 2002 
 

VI. JURISDICTION 
 
Legal Description 

 
O OMS 117-2BD T. 9 S., R. 12 E., U.M. 

   Section 33: S½NE¼, N½SE¼, 
  Section 34: SW¼NW¼, NW¼SW¼. 
 
The lands within the outer land use limits of this site are under the jurisdiction of the 
United States of America, Department of the Interior, Bureau of Land Management. 
Within the land use area of the site there appear the following encumbrances: 
 

Public Land Order No. 5150, a Withdrawal of Public Lands for Utility Corridor. 
 
Public Land Order No. 5180, a Withdrawal of Public Lands for Classification and 
Protection of Public Interest in Lands.  
 
Public Land Order No. 3521, restrictions on leasing for oil and gas. 
 
FF-086972, Toolik Lake Area of Critical Environmental Concern. 
 
FF-085246, a Material Sale Contract issued to Alyeska Pipeline Service 
Company. 
 
FF-093031, a Free Use Permit issued to the State of Alaska, Department of 
Transportation and Public Facilities. 
 
FF-090608, a Right-of-Way granted to the U.S. Army, Corps of Engineers. 
 
FF-085682, a Permit issued to Ecosystems Center Marine Biological Laboratory. 
 
FF-091553, a Right-of-Way granted to the U.S. Army, Corps of Engineers. 
 
Within the North Slope Borough. 
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